
















































































Full face masks as a positive pressure version

  ��Powerful phonic membrane

  �Infinitely adjustable strapping

  �Universal mask size

Full face mask BRK 820 BN 
»  �DIN EN 136, Class 3 (CL3)

»  �Weight: Approx. 670 g
»  ��Lens material: Surface- 
hardened polycarbonate

»  �Unit plug-in connection: 
ESA acc. To DIN 58600

»  �Material: Rubber

Full face mask BRK 820 A as a positive pressure version
»  �DIN EN 136, Class 3 (CL3)
»  �Weight: Approx. 610 g
»  �Lens material: Surface-hardened Polycarbonate
»  �Thread connection: M45x3  

acc. to din EN 148-3
»  �Material: Rubber
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Demand valves with 
Rd40 round thread connection 
and M45x3 thread connection
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BartelsRieger AirValve demand valve
Respiratory protection for the harshest conditions

 
The positive pressure and negative pressure versions of the AirValve are particularly resistant 
to dirt and operate reliably under the toughest conditions – with high concentrations of contaminants,  
heavy soiling and limited escape possibilities – wherever absolutely reliable respiratory protection is required. 

The basic unit of the demand valve is a linking device between the breathing connection (e.g. full face mask BRK 820)  
and the compressed air supply hose (e.g. DZS 9/DZS 9R) coming from the breathing air source.

A distinction is made between constant-flow units with a control valve and constant air supply (see BariLine)  
and lung-actuated units. The air consumption of demand valves is lower than that of constant flow hose units.

A compressed air line breathing apparatus with a demand valve is particularly suitable for supplying breathing air  
from compressed air cylinders. A distinction is made between negative pressure and positive pressure demand valves.  
The latter create positive pressure in the breathing connection. The positive pressure prevents the penetration  
of hazardous substances from the ambient atmosphere into the respirator mask.

Areas of application
In the chemical, petrochemical, automotive,  
pharmaceutical, food and agricultural industries,  
as well as in power stations and nuclear decom- 
missioning, mining, fire and rescue services,  
civil protection and much more.
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Demand valve AirValve N and P for negative and positive pressure
Streamlined technology ensures greater safety in use and maximum speed of servicing

 
AirValve N is available as a negative pressure version with Rd 40 round thread connection to EN 148-1  
or as an positive pressure version AirValve P with M45x3 connection to EN 148-3.

 
»  �Optional warning signal: An audible warning is given to the carrier in the event of a breathing air supply pressure failure.

»  �Streamlined technology: By eliminating vulnerable small parts, the technology has been reduced to robust core components. 

»  �Innovative shut-off function for positive pressure variant: Excess-pressure breathing  
apparatuses feature a shut-off function to prevent uncontrolled loss of air when the  
apparatus is not in use.

	� The AirValve P shut-off can be operated by a large area membrane. 
Additional seals are not needed.

Quality commitment
made of 100% stainless steel and fibreglass-reinforced  

polyamide

  G26-1 
�belongs to G26 group 1 (ArbMedVV), because weight 

<3 kg and <5 mbar respiratory resistance

   70% less spare parts stock

   95% �less cleaning and maintenance

  100% 
�reliability through intuitive  

operation

  65%  
�
fewer components

Scan for more 
product details
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Demand valve 4500 PL series
Compressed air line breathing apparatus with integrated warning device

 
The demand valve 4500 PL has proven itself over many years  
  in the toughest applications. An essential feature of this  
   demand valve is the fixed integrated warning device, which  
    in combination with the pressure reducer DM 1900,  
    a warning tone is emitted directly at the user's unit if  
  the pressure drops below the minimum pressure –  
unmistakable and without additional air consumption.

Optional with medium pressure warning device
The tension reliever can be fitted with an optional medium pressure  
  warning device which, when supplied from an operational breathing 
   air network, provides an audible warning to the wearer if the pressure 
falls below the required minimum supply pressure.

  Body belt 
    Optional blue fabric with high strength metal lock.

Scan for more 
product details
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Negative and positive pressure version

Connection	 Type 	 Breathing connection 

D	 Negative pressure	� Full face mask according to DIN EN 136  
class 2 and 3 with round thread  
connection Rd40x1/7 according to DIN EN 148-1

A	 Positive pressure	� Full face mask according to DIN EN 136  
class 2 and 3 with thread connection  
M45x3 according to DIN EN 148-3

BN	 Positive pressure	� Full face mask according to DIN EN 136  
class 2 and 3 with unit plug-in connection  
ESA according to DIN 58600

            �Fixed  warning device integrated  
in the housing of the demand valve

  �Falls into G26 group 1 (ArbMedVV), since 
weight <3 kg and <5 mbar breathing resistance

            �Available in negative and positive  
pressure with all standard fittings
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Compressed air line 
breathing apparatus 
BariLine HH and PW
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BartelsRieger BariLine HH compressed air line breathing equipment
Comfortable and safe – BariLine HH combines respiratory protection and PPE in a single device. 
Certified according to DIN EN 14594 (Class 3B), corresponding to Protection Level 100.

 
The BariLine-product family from BartelsRieger includes compressed air line breathing equipment with control valve 
and constant air supply (constant-flow). BariLine-units supply sufficient air even at lower operating pressures.

 
Head protection 

An industrial safety helmet has been integrated without modifying the design, in accordance 
with DIN EN 397.

Respiratory protection 
Continuous flow is set using a control valve, which ensures that the breathing air supply 
is always gentle and draught free. The device always provides at least the minimum flow 
required for safety.

Face protection 
The device meets the requirements for safety visors according to EN 166, it is scratch- 
resistant and offers a wide field of vision. 

Chemical protection 
The chemical-resistant hood cover made of the newly developed substance BariChem 
dissipates electrostatic charges and is easily changeable. Extremely comfortable and resistant  
to numerous chemically and biologically hazardous substances.

G26-1  �BariLine PW belongs to G26 group 1 (ArbMedVV), as the weight is <3 kg 
and it has  <5 mbar respiratory resistance

No G26 precaution  �No G26 Precaution with BariLine HH is necessary, 
as no breathing resistance and weight is  <3 kg

Beard and glasses wearer  �respirator hood designed for use 
with facial hair or glasses

Operational from >3 bar  �Capable of use from >3 bar operating pressure

Dissipates electrostatic charges
Lines, hood and control valve elements are made of materials that dissipate  
electrostatic charges, making them suitable for use in EX zones 1, 2 and 21, 22

Class 3B/4B  available with compressed breathing air supply hose up to 50 m
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BariLine PW compressed air line 
breathing apparatus
Light and compact – BariLine PW in combination  
with a full face mask is also suitable for use in narrow  
spaces. Certified according to DIN EN 14594 (Class 4B),  
corresponding to Protection Level 1,000.

Pressure relief valve 
Excess air is dissipated, thus reducing the exhalation 
resistance. 

Round thread connection 
Round thread connection Rd 40 according to EN 148-1 
for connection to a full face mask according to EN 136.

Control valve with body belt 
Control valve with BariLine series certified 
according to DIN EN 14594, suitable for both 
compressed air line breathing apparatus.

 Operational from 3 bar 
    Can also be operated at low operating pressure.

High-strength strain relief 
Body belt and belt clip are designed for a maximum tensile force of up to 2500 N.

Simplest cleaning 
Control valve and body belt can be cleaned in industrial washing  
machines. All components are made of rust-free materials.  
No additional lubrication of movable parts required.

Acoustic warning device 
Warning signal sounds when the supply pressure is  
undershot as well as when the operating pressure is too high.

Integrated diffuser 
Reduces flow noise and inflow 

speed of the breathing air. 

Scan for more 
product details

Possible uses for BariLine PW

Protection against CMR substances,  
as well as highly poisonous and radioactive 

substances.

Protection against airborne biological  
agents of risk groups 2 and 3 and  

enzymes.
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More service for increased safety
Your all-round carefree package for cleaning and maintenance

 
Cleaning and maintenance of breathing apparatus are extremely complex tasks. It is not only about safety in use.  
Improper procedures also endanger the employees who are tasked with cleaning contaminated equipment. BartelsRieger 
therefore offers you complete cleaning and maintenance of your breathing apparatus as a professional service.

 
Collection and delivery
We organise the collection of your equipment and ensure that it is returned to its place of use as quickly as possible  
after cleaning. Either by our employees or one of our logistics partners.

 
Professional cleaning
Our trained specialists know what is important when cleaning a breathing apparatus.  
We clean quickly, thoroughly and reliably and in compliance with all safety and environmental protection requirements.

 
Testing and digital documentation
After cleaning, all units are subjected to a final test. You will receive the units back ready for use. We provide you  
with the corresponding certificates directly in digital or paper form.

 
Best service for your equipment
We clean compressed air line breathing apparatus, demand valves and all breathing connections from quarter to full face 
masks. Our range covers the products from different manufacturers. We are also authorised to clean and test all breathing 
connections in accordance with EN-136. 
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Fast. Flexible. Safe.
Benefit from numerous advantages

 
More safety in use
Thanks to careful cleaning and uncompromising testing, you can be sure that your equipment  
will work reliably the next time you use it.

 
Protection of your service staff
Errors in handling contaminated equipment also endanger the employees in your service workshop.   
Our trained professionals do not take any risks.

 
Fast availability and high flexibility
We can arrange collection and delivery of equipment flexibly according to the customer's requirements.  
You always have your equipment when you need it.

 
Better environmental protection
As an Ecovadis certified company, we are committed to protecting the environment.  
We ensure that any hazardous substances produced during cleaning are disposed of properly.

 
Lower costs
Special staff clean and test your respiratory protection equipment using the latest technology.  
Process experience and optimisation make our offering highly competitive.

Scan for more 
product details
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The advantages of renting and leasing  
respiratory technology
Lower costs and less administrative work

 
The provision of respiratory protection is a complex task. This does not end with the selection and purchase 
of the right equipment. A great deal of expertise is required to train personnel and to maintain and service  
the respiratory protection equipment. Furthermore, many companies invest in purchasing respiratory  
protection equipment that is rarely used, tying up resources that could be used elsewhere.

To overcome this challenge, BartelsRieger also offers respiratory protection for rent and lease.  
Our warehouse is located in North Rhine-Westphalia (Cologne-Ossendorf). 

More safety on site: We advise and provide the best respiratory protection equipment for your needs.  
We also provide training for your employees.

Employee safety Respirators may be contaminated with hazardous substances after use. Cleaning must therefore  
be carried out according to numerous guidelines. Our trained professionals can take care of this for you.

Lower costs: In most cases, the purchase of respiratory protection equipment is associated with high costs. For many  
companies, renting or leasing respiratory protection is an economical solution, especially if the equipment is used infrequently.

Less administrative work: The procurement, storage, maintenance, cleaning and care of respiratory protection 
is also a huge administrative burden. Our rental and leasing concept reduces this to a minimum.

Scan for more 
product details
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BartelsRieger service
Best support over the entire life cycle of our equipment

 
Together with BartelsRieger you benefit from comprehensive services for all product solutions. 
This includes maintenance, repair and replacement concepts as well as training and rental options.

 
Your advantages with the BartelsRieger service offer
»  �Full safety through professional maintenance, cleaning and testing
»  �Lower costs through extended product lifecycles
»  �Minimised downtimes thanks to fast provision of spare parts
»  �On-site service through our mobile service workshop
»  �Error-free commissioning of devices and systems
»  �Ideal preparation in user and equipment maintenance training courses
»  �Guaranteed help and prompt response times within the framework of individual service contracts
»  �Hire of respiratory protection equipment for more flexibility and plannability

Scan for more 
product details
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Safety with every breath.

BartelsRieger Atemschutztechnik GmbH

Richard-Byrd-Straße 23  I  50829 Cologne 
Phone +49 (0)221 59777-0  I  mail@bartels-rieger.de 

www.bartels-rieger.de  I  www.barikos.de


